











| BL-LED6WD
(Hard Wired)

BL-TRANS1

BL-TRANS2

BL-LED 18WDWP

BL-LED30WDWP

Power supply ideal for led strips, dome lamps,

etc.

Comes with a 1 Meter lead with female
connector at end.
Also comes with a separate male connector,
which has a 150mm lead so you can connect
easy to lamps being attached to the transformer

BL-LED100WDWP

Part No. Input Output
100-240vAC
BL-TRANS1 Aus/NZ Plug 12vDC 1 Amp
100-240v AC
BL-TRANS2 | ayg/Nz Plug | 12V DPC2AmP
BL-TRANSS5 ) 100-240vAC
BL-TRANSS5 Aus/NZ Plug 12vDC 5 Amp
LED Driver (Waterproof)
12 Volt Waterproof
Part No. Wattage| Input Output Size(mm)
BL-LED6WD 6W |100-240v 12vDC 500ma| 40x36x20
BL-LED18WDWP| 18W 100-240v 12vDC 1500ma| 202 x 25x 26
BL-LED3owDWP| 30W |100-240v| 12v DC 2500ma| 217 x30x21
BL-LED60WDWP BL-LED6OWDWP| goW |100-240v, 12vDC 15000ma 180 x68x 53
BL-LED100WDWP, 100W |100-240v| 12v DC 8333ma| 240x70x 45
24 Volt Waterproof
Part No. | wattage| Input Output Size(mm)
B ewowp | 18W [100-240v24v DC 750ma 202x25x26
BLO'\?V“SIVIQED?’ 30W |100-240v 24v 1250ma | 217x30x21
BL-20VLED | oW |100-240v| 24V DC 2500mal 180 68x 53
BL-24VLED
100WDWP 100W |100-240v 24v DC 4166ma| 240x70x45

Power supply for use on Multiple LED globes and Lamp replacements.
Always use a qualified Electrician to install high Voltage components.

BL-24VLED75WD
BL-24VLED120WD
BL-24VLED200WD

24 Volt LED Drivers (Non Waterproof)

BL-24VLED18WD
BL-24VLED30WD

BL-24VLED360WD

Power supply for use on Multiple LED globes
and Lamp replacements.
Always use a qualified Electrician to install high
Voltage components.

Part No. Wattagel Input Output
BL-24VLED18WD 18W 100-240v | 24v DC 750ma
BL-24VLED30WD 30W [100-240v | 24v DC 1250ma

Part No. Wattage| Input Output Size
BL-24VLED75WD 75W 100-240v|24v DC 3125ma |162 x 98 x 38mm
BL-24VLED120WD| 120W | 100-240v|24v DC 5000ma |162 x 98 x 38mm
BL-24VLED200WD| 200W |100-240v 24v DC 8333ma | 230x 115x50mm
BL-24VLED360WD| 360W | 100-240v/24v DC 15000ma 230 x 115 x 50mm

IDEAL for Boats, Bus, Car, Caravans, Trailers & Trucks



Adhesive Backed Reflectors
Ideal for Cars, Bikes, Boats, Trucks
Size: 80mm x 24mm x 8mm
Complies with ADR

Amber CRN Number: 42396
Red CRN Number: 42397
White CRN Number: 42398
2pcs/Blister Pack

Available in 100pcs/Box
BL-REF100R in Red colour
BL-REF100A in Amber colour
BL-REF2W BL-REF2R BL-REF2A  B| .REF100W in White colour

REFLECTOR

Fitment Instruction
Take Fitment for 210 style lamps for example

1.The BL-210 style lamps simply remove modules from the front surround by the 2 clips on each module and sit base
plate against vehicle where fitting lamp and mark the 3 bolt hole locations and drill holes and affix the base plate, drill
holes for wires and either bring external wires in or feed module wires out through the hole where rubber grommet is
located connect up wires, there is ample spacing behind modules to keep all wire joins within the lamp area.

2.Wire up each module using standard colour codes
Earth: White

Stop: Red

Brown: Tail

Black: Reverse

Yellow: Indicator

Amber module itself will have yellow for indicator though on most trailers etc it will have 5 core wire being yellow for left
indicator and green for right so for right side you would connect the yellow wire from the amber module to green wire on trailer

3.Sit each module onto base lining up with holes already present for mounting and screw each module to base plate using the
12 stainless steel screws supplied

4.0nce modules are fixed simply push on the front surround which will clip into place, each module has 2 fixed moulded clips
which align with the clips on front surround, the end clips are guides only and are not used for the main retaining of the front
surround to the base.

Other Products are similar fitment, for moe details about the fitment instruction, please visit our website www.briteledtech.com
IDEAL for Boats, Bus, Car, Caravans, Trailers & Trucks



Head Office:

BRITE LED TECHPTY LTD

Address: PO Box 1005, Bayswater BC, Bayswater, VIC 3153, Australia
Tel: 61397536745

Fax: 6139753 6751

Email: sales@briteledtech.com

Website: www.briteledtech.com

China Factory:

BRITE LED TECH LIMITED

Address:9th Floor, Huaxia Hi-Tech Park, Jinxiu Road, Shajing Town, Baoan District, 518104 ,Shenzhen,China
Tel: 86-755-27330706

Fax: 86-755-27372982

Email: china@briteledtech.com

Website: www. briteledtech. com. cn

New Zealand Distributor:

CM Trailer Equipment

Address: 15 Range Street, P O Box 124, ASHBURTON 7740, NEW ZEALAND
Tel: 64 3308 9918

Fax: 64 33089177

Email: briteled@cm.net.nz

Website: www.briteledtech.co.nz



